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Monochrome/RG Series OPTIONS

Communication Options

Communication Options

RS-232 Communication RS-485 Communication
Fiber Optec Modem  
Communication

Telephone Modem  
Communication RF Modem Connection

RS-232
Standard hard-
wired communica-
tion to low-band-

width displays. Controls 
only a single display. 
Recommended maximum 
distance of 50 ft between 
the display and PC.

RF-Modem
Wireless radio 
frequency com-
munication to 

low bandwidth displays. 
Requires clear line of sight 
between wireless devices. 
Maximum transmission 
distance tested by Optec 
is 1000 ft. 

Dial-Up 
Modem
Remote commu-

nication to low bandwidth 
displays. Sends data to sign 
over standard telephone 
lines utilizing telephone 
modems.

Ethernet
Ethernet com-
munication to 

displays on a LAN or WAN 
network. An IP addressable 
Ethernet serial server is 
required to convert Ethernet 
signal to RS-232 signal.  m 
distance from the LAN is 
300 ft. 

Full Color/Grayscale Series OPTIONS
Ethernet
Ethernet 
communica-

tion to displays on a 
LAN or WAN network 
less than 300 ft away. 
Additional Ethernet 
serial server is not 
required. 

Fiber Optic
Hard-wired multi-

mode or single-mode fiber 
optic cable for communica-
tions over 300 feet or in areas 
where high EMF interference 
is encountered. Maximum 
distance is 1,000 ft.

Wireless Ethernet
Ethernet communications 

to displays on a LAN or WAN network. 
Instead of using cables, it sends 
Ethernet Data over Wireless Bridge 
devices. Requires clear line of sight. 
Maximum tested distance by Optec 
is 1,000 ft.

Broadband Internet 
DSL/Cable internet connection 
used for remote communica-

tions to mid to high bandwidth displays. 
Static or dynamic IP Addressable.

RS-485
Hard-wired com-
munication to low 
bandwidth displays 

or display networks. Maximum 
4,000 ft of cable can be used to 
control up to 32 displays. 

Fiber Optic
Hard-wired multi-

mode or single-mode fiber 
optic cable for communica-
tions over great distance 
or in areas where high EMF 
interference is encountered. 
Maximum distance is 1,000 ft.
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Media Editor is Optec’s content creation software for Full color and Gray-
scale Series. The latest version ME3 was designed with a new interface 
and a new host of features to provide the highest quality display content 

software available to date. The graphical user interface makes creating dynamic 
movie files simple with features such as timeline effects, pop-up menus, and 
frame templates. ME3 is both powerful and simplistic, requiring a short learning 
curve to transition from basic movies to utilizing advanced concepts.  

WindEDT/WindEDL is the software package for creating animated 
text messages and scheduling for all Optec’s Monochrome Series. This 
software package is simple to use, yet offers a robust feature set of user 

controls. Create text messages, import graphic files, create animated graphics, 
and transmit animated schedules to the display with WinEDT/WinEDL.  

MEDIA EDITOR 3 WINEDT

Software

Software

Operating Systems 

	 Windows 98/Windows  
	 98 SE/ME/XP/2000 

Fonts 

	 Supports all Fonts Types

Content Creation 

	 Real Time Editing

	 Simple Timeline Effects Management

	 Import Graphic Animations  
	 and Movies 

	 Import Pictures 

	 Create Gradients,  
	 Fill Effects, Patterns 

	 Key Text over Animations  
	 and Background Effects 

Display Modes 

	 65 Transition Effects

	 10 Basic Object Sprite Effects to Form 	
	 Various Combinations

	 Comprehensive Speed  
	 and Dwell Time Controls

Operating Systems 

	 Windows 98/Windows 98 SE/ME/XP/2000 

 Fonts 

	  Draft, Draft 4x7, Letter, Bold and Auto 

 Display Modes 

	 22 “Message In” Transitions 

	 15 “Message Out” Transitions 

	 Dwell Time Controls 

 Time and Temperature 

	 12- or 24-Hour Clock Format 

	 Data and Days of the Week 

	 Celcius or Fahrenheit Modes 

 Message Frames 

	 Editable Message Frames 

	 Cut, Copy, and Paste Functions 

	 Rearrange Message Frames 

	 Import .txt files 

 Scheduling 

	 10 Different Schedules 

	 19 Time Periods Per Schedule 

	 5 Messages Per Time Period

Graphic Animation 

	 Full Graphic Animation  
	 Capabilities 

	 Text in Graphic Mode 

	 Foreign Language Font  
	 Support in Graphic Mode 

	 Import Graphic  
	 Image Files:  .gif, .bmp 

	 Auto Animation Maker for  
	 Easy Creation of Smoothly  
	 Animated Images 

 Preview 

	 Individual Frame Preview 

	 Overall Message Preview 

	 Animation Preview 

 Communication Protocols 

	 Two-Way Communication  
	 Protocol  

	 Optional One-Way ASCII

	 communication protocol

Time and Temperature 

	 12- or 24-Hour Clock Format 

	 Data and Days of the Week 

	 Celcius or Fahrenheit Modes 

 Message Frames 

	 Global or Editable Message Frames 

	 Cut, Copy, and Paste Functions 

	 Rearrange Message Frames 

	 Import .txt files

	 Drop in Functions 

 Scheduling 

	 Comprehensive Scheduling of 
	 Animations and Animation Sequences 

	 Logging of Valid Played Files  
	 for Accounting Control

Updates 

	 Auto Updates via internet access

Media Editor Program Specifications WinEDT/WinEDL Program Specifications 

 / WINEDL

Communication Options




